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CC4 Series RF coaxial connectors

EJ1 451 B BR AR 42 2%/ Printed circuit board connectors

L =i /L-type Socket

7l %4 B /Product type 1% H H. 45/ Apply cable

#E/Notes

CC4-KWE

CC4 RBES

FEH R4 TECHNICAL CHARACTERISTICS

iREJE M Temp.range -40~+85°C
#& 3 Vibration 100m/s2 (10~500Hz)
FPEFR$T Impedance 509,750

W5l Frequency Range

DC~4GHz (50Q); DC~1GHz (75Q)

TR SR Working Voltage

350V max (H %)

fif & Withstand Voltage

750V rms (i3~F i 3 1E)

B fH Contact resistance

W4k Al Center Contact< 6 mQ

b S44 2 18] Outer Contact < 3 mQ

#iz% Bl Insulation resistance

>1000 mQ

HESER L VSWR

B Straight < 1.20

75 Right angle < 1.22

fif At Durability(mating)

>500 kX (cycles)

ME5%E MATERIAL & PLATING

Fefk shell 4 brass PERL kA% 4 nickel or gold plated
ffi%l contact pin 4 brass YERF 4 gold plated
il beryllium YERF 4 gold plated

A
A

WpERfbf elastic contact | 8%

=

i m 4574 beryllium or tin brass

YERF 4 gold plated

i
i
7L socket B
W
g

%24k insulator K PTFE

A
)

JE#£E crimping suite it 4: copper alloy

PEEL 4% 4> nickel or gold plated

O ## 5 o-ring sealing

K 6146 silastic

SR AR APPLICABLE STANDARD
CECC 22230;
DIN 47297.

TE: BRI AU AR A 2L 4N LU Agilent AR e (Al A v
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